SASA BOZOVIC PR USLUGE SISTEMA OBEZBEDENJA PC BOOM BOOM BEDINA VAROS

P M 32250 Ivanjica, 13. Septembar br.30
C: M Tel: 060/386-09-09

E-mail: office@pcboomboom.rs

HP 290 G9 MT 13-12100/8GB/M.2 512GB/DVD-RW/M+T/WIFI 9M938AT

Naziv: HP 290 G9 MT 13-12100/8GB/M.2 512GB/DVD-
RW/M+T/WIFI 9OM938AT
Slika:
Sifra: #BM2912081773288540079
Barkod: 198122990474
Proizvodac: HP
Detalji
Kategorija: BRAND-NAME RACUNARI
Oznake:
NOVO
Atributi: TIP PROCESORA: INTEL® CORE™ I3
RAM MEMORIJA: 8GB
GRAFIKA: INTEGRISANA GRAFIKA
GRAFICKA KARTA: INTEL
SSD: 512 GB
HDD: NEMA
OPERATIVNI SISTEM: BEZ OPERATIVNOG SISTEMA
Cena
Cena sa PDV: 78,933.00 RSD *WEB CENA

86,826.30 RSD *Cena za odlozeno web pladanje

Ostalo
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HP 290 G9 MT i3-12100/8GB/M.2
512GB/DVD-RW/M+T/WiFi
9M938AT

FreeDOS

12th generation Intel® Core™ i3
processor

Intel® Core™ i3-12100 (up to 4.3
GHz with Intel® Turbo Boost

Technology, 12 MB L3 cache, 4
cores, 8 threads) 1 2

Intel® H670 3
Intel® UHD Graphics 730
8 GB DDR4-3200 MT/s (1 x 8 GB)

2 DIMMs

512GB PCle® NVMe™ M.2 SSD

15.5x 30.3x33.7cm

4.7 kg

Wireless card with Realtek
RTL8822CE 802.11a/b/g/n/ac (2 x 2)
Wi-Fi® and Bluetooth® 5
technologies

Tower

HP 125 Wired Keyboard

Realtek ALC3867 codec, universal
audio jack with CTIA headset
support, rear audio out (3.5mm) with
multi-device playback capability

HP 125 Wired Mouse

2 slots M.2; 1 PCle 3 x1; 1 PCle
4x16456 (1 M.2 slot for WLAN and
1 M.2 2242/2280 slot for storage.)

Front 4 USB Type-A ports with 5Gbps
signaling rate; 1
headphone/microphone combo jack

Rear 4 USB 2.0 Type-A; 1 HDMI; 1 RJ-
45; 1 VGA; 1 power connector; 1
line-in; 1 line-out; 1 serial

port (optional) 6

Two 3.5-inch hard drives

HP 9.5mm Slim DVD-Writeable Drive

180W external power supply, up to
90% efficiency, active PFC






