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MATICNA PLOCA AM5 GIGABYTE B850M FORCE WIFI 6E DDR5 HDMI/DP/M.2

Naziv: MATICNA PLOCA AM5 GIGABYTE B850M FORCE WIFI 6E
DDR5 HDMI/DP/M.2

Slika:

Sifra: #BM811801785812616422

Barkod: 4719331874308

Proizvodac: GIGABYTE

Detalji

Kategorija: MATICNE PLOCE

Oznake:

Atributi:

Cena

Cena sa PDV: 20,702.00 RSD *WEB CENA
22,772.20 RSD *Cena za odlozeno web pladanje

Ostalo

Opis:

Gigabyte B850M FORCE WIFIGE AM5

Model DDR5 Micro ATX Mati¢na plo¢a
Socket AMD Socket AM5

Skup cipova

(Chibset) AMD B850

AMD Ryzen 9000 Series
Podrska za ProcessorsAMD Ryzen 8000 Series

procesore ProcessorsAMD Ryzen 7000 Series
Processors

Tip

memorije DDR5

(RAM)

Broj

memorijskih 2x 288-Pin DDR5

slotova

Podrzani DDR5 moduli 9600(0C)/
9200(0C)/ 8800(0C)/ 8600(0C)/
8400(0C)/ 8200(0C)/ 8000(0C)/
7800(0C)/ 7600(0C)/ 7200(0C)/
7000(0C)/ 6800(0C)/ 6666(0C)/
6600(0C)/ 6400(0C)/ 6200(0C)/

6000(0C)/ 5600(0C)/ 5200/ 4800/
4400 MT/s memorijski moduli2 x



Podrska za
memorije

Podrska za
grafiku -
portovi

Slotovi za
prosirenja

M.2 portovi

Cuvanje

podataka -
portovi

DDR5 DIMM slotova sa podrskom do
128GB (maksimalno 64GB po DIMM
modulu)Dvokanalna memorijska
arhitekturaPodrska za non-ECC, un-
buffered DIMM module tipa
1Rx8/2Rx8/1Rx16Podrska za AMD
EXtended Profiles for Overclocking
(AMD EXPO) i Extreme Memory
Profile (XMP) moduleNapomena:
Konfiguracija procesora i memorije
moze uticati na podrzane tipove
memorije, brzinu (data rate) i broj
DRAM modula. Za detaljne
informacije, pogledajte listu
podrzane memorije ("Memory
Support List") na zvani¢noj
GIGABYTE stranici.

Integrisan grafic¢ki procesor sa AMD
Radeon Graphics podrskom:- 1 x
HDMI port, podrzava maksimalnu
rezoluciju od 4096x2160
60HzPodrska za HDMI 2.1 verzija,
HDCP 2.3, and HDR.Podrska za
HDMI 2.1 TMDS kompatibilne
portove.- 1 x DisplayPort, supporting
a maximum resolution of
3840x2160 144HzSupport for
DisplayPort 1.4 version.

1 x PCI Express x16 slot
(PCIEX16), integrisan u CPU:AMD
Ryzen 9000/7000 serija procesora
podrzava PCle 5.0 x16 rezimAMD
Ryzen 8000 serija - Phoenix 1
procesori podrzavaju PCle 4.0 x8
rezimAMD Ryzen 8000 serija -
Phoenix 2 procesori podrzavaju PCle
4.0 x4 rezimPCIEX16 slot moze da
podrzava samo graficku karticu ili
NVMe SSD. Ako se instalira samo
jedna graficka kartica, obavezno je
instalirati je u PCIEX16 slot.Cipset:1
x PCI Express x16 slot, podrska za
PCle 4.0 i rad u rezimu x4 (PCIEX4)

3x M.2 Socket 3

1 x M.2 konektor (M2A_CPU),
integrisan u CPU, podrzava Socket
3, M key, SSD formata 2280:AMD
Ryzen 9000/7000 serija procesora
podrzava PCle 5.0 x4/x2 SSD-
oveAMD Ryzen 8000 serija -
Phoenix 1 procesori podrzavaju PCle
4.0 x4/x2 SSD-oveAMD Ryzen 8000
serija - Phoenix 2 procesori
podrzavaju PCle 4.0 x4/x2 SSD-ovel
X M.2 konektor (M2B_CPU),
integrisan u CPU, podrzava Socket
3, M key, SSD formata 2280:AMD
Ryzen 9000/7000 serija procesora
podrzava PCle 4.0 x4/x2 SSD-
oveAMD Ryzen 8000 serija -
Phoenix 1 procesori podrzavaju PCle
4.0 x4/x2 SSD-oveAMD Ryzen 8000
serija - Phoenix 2 procesori
podrzavaju PCle 4.0 x2 SSD-ovel X
M.2 konektor (M2C_SB), integrisan u
Cipset, podrzava Socket 3, M key,
PCle 4.0 x2 SSD-ove formata 22804
x SATA 6 Gb/s konektoraPodrska za
RAID 0, RAID 1, RAID 5 i RAID 10 za

NVMe SSD uredajeRAID 5 je
dostupan samo na AMD Ryzen 9000



SATA
portovi

LAN

Bezicna
mreza

Bluetooth

Zvuk (Audio)

USB portovi

Konektori na
zadnjoj
strani

Unutrasnji
konektori

Posebne
mogucnosti

seriji procesoraPodrska za RAID 0,
RAID 1 i RAID 10 za SATA uredaje za
skladistenje

4x SATA 6Gb/s

Realtek 2.5GbE LAN chip (2.5
Gbps/1 Gbps/100 Mbps)

MediaTek Wi-Fi 6E MT7902- WIFI a,
b, g, n, ac, ax, supporting 2.4/5/6
GHz carrier frequency bands

5.3

Realtek Audio CODECHigh Definition
Audio2/4/5.1/7.1-channel

CPU:- 1 x USB Type-C port on the
back panel, with USB 3.2 Gen 1
support- 1 x USB 3.2 Gen 2 Type-A
port (red) on the back panel- 1 x
USB 2.0/1.1 port on the back
panelChipset:- 1 x USB Type-C port
with USB 3.2 Gen 1 support,
available through the internal USB
header- 4 x USB 3.2 Gen 1 ports (2
ports on the back panel, 2 ports
available through the internal USB
header)- 5 x USB 2.0/1.1 ports (1
port on the back panel, 4 ports
available through the internal USB
headers)

1 x HDMI port (Note)1 x DisplayPort
(Note)l x PS/2 keyboard/mouse
portl x USB Type-C port, with USB
3.2 Gen 1 support2 x USB 3.2 Gen 1
portsl x USB 3.2 Gen 2 Type-A port
(red)2 x USB 2.0/1.1 portsl x RJ-45
port2 x antenna connectors (1T1R)3
x audio jacks

1 x 24-pin ATX main power
connectorl x 8-pin ATX 12V power
connectorl x CPU fan headerl x
CPU fan/water cooling pump
headerl x system fan headerl x
system fan/water cooling pump
header3 x addressable RGB Gen2
LED strip headersl x RGB LED strip
header3 x M.2 Socket 3 connectors4
X SATA 6Gb/s connectorsl x front
panel headerl x front panel audio
headerl x USB Type-C header, with
USB 3.2 Gen 1 supportl x USB 3.2
Gen 1 header2 x USB 2.0/1.1
headersl x Trusted Platform Module
header (For the GC-TPM2.0 SPI V2
module only)1 x reset jumperl x
Clear CMOS jumperl x Q-Flash Plus
button

Podrska za GIGABYTE Control Center
(GCC)Podrska za Q-FlashPodrska za
Q-Flash PlusPodrska za Smart
BackupDetekcija naponaDetekcija
temperatureDetekcija brzine
ventilatoraDetekcija protoka
tecnosti vodenog
hladenjaUpozorenje na kvar
ventilatoraKontrola brzine

ventilatora



Operativni . g

o — Windows 10; Windows 11

1 x 256 Mbit flashUse of licensed

BIOS AMI UEFI BIOSPnP 1.0a, DMI 2.7,
WfM 2.0, SM BIOS 2.7, ACPI 5.0

Format Micro ATX

Link ka .
proizvodjacu NttRS://www.gigabyte.com


https://www.gigabyte.com/

